


 (K 04-10 (CADIVI 01- -2026), ngày 29/4/2026)

LIST OF CERTIFIED CADIVI ELECTRIC WIRE & CABLE IN COMPLIANCE WITH THE TECHNICAL REGULATION 
QCVN 4:2009/BKHCN AND AMENDMENT 1:2016 QCVN 4:2009/BKHCN 

(Attached the Certificate No. 04-10 (CADIVI 01- -2026), dated 29/4/2026)  

STT 
No. Product name Structure 

Rated 
voltage 

Quy cách  
Dimensions / Size Applied 

standard 

Ch  tiêu công b  áp d ng 
Applied criteria

1 
Polyvinyl Clorua 

450/750 V. 

Polyvinyl chloride 
insulated cables of 
rated voltages up 
to and including 
450/750 V. 

, không có 
 (6610 TCVN 01)  VC. 

Single-core, class 1 copper 
conductor, PVC insulated, non-
sheathed cables (6610 TCVN 
01) VC.
(Additional characteristic: /LF)

450/750 V 
Nominal cross-sectional area 
(mm2) 

1,5; 2,5; 4; 6; 10. 

TCVN 
6610-3:2000 
(IEC 60227-

3:1997) 

DC conductor resistance 

Insulation thickness

Insulation resistance 

Voltage endurance

Tensile strength test of 
insulation before and after 
ageing

2 

, không có 
 (6610 TCVN 05)  VC. 

Single-core, class 1 copper 
conductor, PVC insulated, non-
sheathed cables (6610 TCVN 
05) VC.
(Additional characteristic: /LF)

300/500 V 
Nominal cross-sectional area 
(mm2) 

0,5; 0,75; 1,0. 



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria

3 

, không có 
 (6610 TCVN 01)  CV. 

/FR; /FRT) 
 
Single-core, class 2 copper 
conductor, PVC insulated, non-
sheathed cables (6610 TCVN 
01)  CV. 
(Additional characteristic: 
/WBC; /LF; /FR; /FRT) 

450/750 V 

 
Nominal cross-sectional area 
(mm2) 
 
1,5; 2.5; 4; 6; 10; 16; 25; 35; 
50; 70; 95; 120; 150; 185; 
240; 300; 400. 

4 

, không có 
 (6610 TCVN 02)  VCm; 

CVm. 
 

 
Single-core, class 5 copper 
conductor, PVC insulated, non-
sheathed cables (6610 TCVN 
02)  VCm; CVm. 
(Additional characteristic: /LF) 

450/750 V 

 
Nominal cross-sectional area 
(mm2) 
 
1,5; 2,5; 4; 6; 10; 16; 25; 35; 
50; 70; 95; 120; 150; 185; 
240. 

5 

, không có 
 (6610 TCVN 06)  VCm; 

CVm. 
300/500 V 

 
Nominal cross-sectional area 
(mm2) 
 
0,5; 0,75; 1,0.



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria

Single-core, class 5 copper 
conductor, PVC insulated, non-
sheathed cables (6610 TCVN 
06)  VCm; CVm. 
(Additional characteristic: /LF) 

6 

Polyvinyl Clorua 

450/750 V. 
 
Polyvinyl chloride 
insulated cables of 
rated voltages up 
to and including 
450/750 V. 

TCVN 10)  CVV. 
 

 
Cables with class 2 copper 
conductors, PVC insulation and 
PVC sheath (6610 TCVN 10)  
CVV. 
(Additional characteristic: /LF) 

300/500 V 

 
Nominal cross-sectional area 
(mm2) 
 
1,5; 2,5; 4; 6; 10; 16; 25; 35. 

TCVN 
6610-4:2000 
(IEC 60227-

4:1997) 

  
DC conductor resistance 

 
Insulation and oversheath
thickness 

 
Insulation resistance 

  
Voltage endurance

 

Tensile strength test of 
insulation & oversheath
before and after ageing

7 

Polyvinyl Clorua 

450/750 V. 
 
Polyvinyl chloride 
insulated cables of 

 VCmo. 
 

 
Two-core flat flexible cables
with class 5 copper conductors, 

300/500 V 

 
Nominal cross-sectional area 
(mm2) 
 
0,75; 1,0; 1,5; 2,5; 4; 6. 

TCVN 
6610-5:2014 
(IEC 60227-

5:2011) 

  
DC conductor resistance 

 
Insulation and oversheath
thickness 



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria

rated voltages up 
to and including 
450/750 V. 

PVC insulation and PVC sheath 
(6610 TCVN 53)  VCmo. 
(Additional characteristic: /LF) 

Insulation resistance 

  
Voltage endurance

 

Tensile strength test of 
insulation & oversheath
before and after ageing

8 

 VCmt. 
 

 
Multi-core twisted flexible 
cables with class 5 copper 
conductors, PVC insulation and 
PVC sheath (6610 TCVN 53)  
VCmt. 
(Additional characteristic: /LF) 

300/500 V 

 
Nominal cross-sectional area 
(mm2) 
 
0,75; 1,0; 1,5; 2,5; 4; 6. 

9 

kV. 
 
Polymeric 
insulated cables of 
rated voltages up 
to and including 
0,6/1 (1,2) kV.

0C (V-
  VCmd. 
 

 
Twin core unsheathed cables 
with class 5 flexible copper 
conductors and PVC 75 °C 
insulation (V-75)  VCmd. 
(Additional characteristic: /LF) 

0,6/1 kV 

 
Nominal cross-sectional area 
(mm2) 
 
0,5; 0,75; 1,0; 1,5; 2,5. AS/NZS 

5000.1:2005 

  
DC conductor resistance 

 
Insulation thickness

 
Insulation resistance 

  
Voltage endurance

 
 

Tensile strength test of 
insulation before and after 
ageing

10

0C (V-
CVm, 

VCm.
0,6/1 kV

 
Nominal cross-sectional area 
(mm2)



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria

Single-core unsheathed cables 
with class 5 flexible copper 
conductors and PVC 75 °C 
insulation (V-75)  CVm, VCm. 
(Additional characteristic: /LF; 
/FR; /FRT) 

0,5; 0,75; 1,0; 1,5; 2,5; 4; 6; 
10; 16; 25; 35; 50; 70; 95; 
120; 150; 185; 240; 300; 400; 
500; 630. 

11 

0C (V-
  CV. 

/FR; /FRT) 
 
Single-core unsheathed cables 
with class 2 stranded copper 
conductors and PVC 75 °C 
insulation (V-75)  CV. 
(Additional characteristic: 
/WBC; /LF; /FR; /FRT) 

0,6/1 kV 

 
Nominal cross-sectional area 
(mm2) 
 
0,5; 0,75; 1,0; 1,5; 2,5; 4; 6; 
10; 16; 25; 35; 50; 70; 95; 
120; 150; 185; 240; 300; 400; 
500; 630. 

12 

PVC 75 0C (V-
  DuCV; TrCV; QuCV; 

MuCV. 
 

Twisted 2-, 3-, 4- and 5-core 
unsheathed cables with class 2 
stranded copper conductors and 
PVC 75 °C insulation (V-75)  
DuCV; TrCV; QuCV; MuCV.
(Additional characteristic: /LF)

0,6/1 kV 

 
Nominal cross-sectional area 
(mm2) 
 
0,5; 0,75; 1,5; 2,5; 4; 6; 10; 
16; 25; 35; 50; 70; 95. 



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria

13 

0C (V-
  AV. 

/FR; /FRT) 
 
Single-core unsheathed cables 
with class 2 stranded aluminium 
conductors and PVC 75 °C 
insulation (V-75)  AV. 
(Additional characteristic: 
/WBC; /LF; /FR; /FRT) 

0,6/1 kV 

 
Nominal cross-sectional area 
(mm2) 
 
10; 16; 25; 35; 50; 70; 95; 
120; 150; 185; 240; 300; 400; 
500. 

14 

PVC 75 0C (V-
  DuAV; TrAV; QuAV; 

MuAV. 
 

 
Twisted 2-, 3-, 4- and 5-core 
unsheathed cables with class 2 
stranded aluminium conductors 
and PVC 75 °C insulation (V-
75)   DuAV; TrAV; QuAV; 
MuAV. 
(Additional characteristic: /LF) 

0,6/1 kV 

 
Nominal cross-sectional area 
(mm2) 
 
10; 16; 25; 35; 50; 70; 95. 

15
polyvinyl clorua có 

.

0C, 
VC.

600 V
Nominal conductor diameter
(mm):

JIS C 
3307:2000

  
DC conductor resistance



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria

 
Polyvinyl chloride 
insulated wires 
with rated voltages 
up to and including 
600 V. 

Single-core unsheathed wires 
with class 1 solid copper 
conductor and PVC 60 °C 
insulation  VC. 
(Additional characteristic: /LF) 

3,2 mm 
4,0 mm 
5,0 mm 

Insulation thickness

 
Insulation resistance 

  
Voltage endurance

 
 

Tensile strength test of 
insulation before and after 
ageing

16 

0C, 
 CV. 

/FR; /FRT) 
 
Single-core unsheathed wires 
with class 2 stranded copper 
conductors and PVC 60 °C 
insulation  CV. 
(Additional characteristic: 
/WBC; /LF; /FR; /FRT) 

600 V 

 
Nominal cross-sectional area 
(mm2) 
 
1,25; 2; 3,5; 5,5; 8; 14; 22; 
38; 60; 100; 200; 250; 325; 
400; 500. 

17 

PVC 60 0  
DuCV; TrCV; QuCV; MuCV. 

 
 
Twisted 2-, 3-, 4- and 5-core 
unsheathed wires with class 2 
stranded copper conductors and 
PVC 60 °C insulation  DuCV; 
TrCV; QuCV; MuCV.
(Additional characteristic: /LF)

600 V 

 
Nominal cross-sectional area 
(mm2) 
 
1,25; 2; 3,5; 5,5; 8; 14; 22; 
38. 



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria

18 
0,6/1 kV. 
 
Power cables with 
extruded insulation 
for rated voltages 
of  0,6/1 kV. 

CVV; DVV; DK-CVV; 
CXV; DXV; DK-CXV; CXE; 
AVV; DK-AVV; 
AXV; DK-AXV; AXE. 
 

 / 
Additional construction and 
characteristics: 
- G  / 
Metallic screen, shield: /Sc; /Sa 
- G  / Metallic 
protective armour: /AWA; 
/SWA; /DATA; /DSTA 
- Additional 
characteristics: 
/WBC; /WBCF; /WBCSF; /LF; 
/FR; /FRT; /FR-LSHF; /FRT-
LSHF) 

0,6/1 kV 

 
Nominal cross-sectional area 
(mm2) 
 
1,5; 2,5; 4; 6; 10; 16; 25; 35; 
50; 70; 95; 120; 150; 185; 
240; 300; 400; 500; 630; 800; 
1000. 

TCVN 
5935-1:2013 
(IEC 60502-

1:2009) 

  
DC conductor resistance 

 
Insulation and oversheath
thickness 

 
Insulation resistance 

  
Voltage endurance

 

Tensile strength test of 
insulation & oversheath
before and after ageing

19 

polyvinyl clorua có 

600V. 
 
600 V Polyvinyl 
chloride insulated 
and sheathed 
cables.

60 0C,  CVV. 
 

 
Circular single-core or 
multicore cables with class 1 
solid or class 2 stranded copper 
conductors and PVC 60 °C 
insulation and sheath CVV.
(Additional characteristic: /LF)

600 V 

 / Class 1 
conductor 
 

Nominal conductor 
diameter (mm): 
 
1,2 mm 
1,6 mm 
2,0 mm
2,6 mm
3,2 mm

JIS C 
3342:2000 

  
DC conductor resistance 

 
Insulation and oversheath
thickness 

 
Insulation resistance 

Voltage endurance



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria

n 2 / Class 2 
conductor 
 

 
Nominal cross-sectional area 
(mm2) 
 
2; 3,5; 5,5; 8; 14; 22; 38; 60; 
100; 200; 250; 325; 400; 500. 

 

Tensile strength test of 
insulation & oversheath
before and after ageing

20 

Polyethylene có 

600V. 
 
600 V Polyethylene 
insulated cables. 

Cross-
 CXV. 

 
 
Circular single-core or 
multicore cables with class 2 
stranded copper conductors, 
XLPE insulation and PVC 
sheath  CXV. 
(Additional characteristic: /LF) 

600 V 

 
Nominal cross-sectional area 
(mm2) 
 
2; 3,5; 5,5; 8; 14; 22; 38; 60; 
100; 200; 250; 325; 400; 500. 

JIS C 
3605:2002 

  
DC conductor resistance 

 
Insulation and oversheath
thickness 

 
Insulation resistance 

  
Voltage endurance

 

Tensile strength test of 
insulation & oversheath
before and after ageing



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria

21 

. 
 
XLPE-insulated 
aerial bundled 
electric cables for 
working voltages 
up to and including 
0.6/1(1.2) kV. 

LV-ABC 0,6/1 kV 

 
Nominal cross-sectional area 
(mm2) 
 
16; 25; 35; 50; 70; 95; 120; 
150. 

TCVN 
6447:1998 

  
DC conductor resistance 

 
Insulation thickness

 
Insulation resistance 

  
Voltage endurance

 
 

Tensile strength test of 
insulation before and after 
ageing 

22 LV-ABC 0,6/1 kV 

 
Nominal cross-sectional area 
(mm2) 
 
16; 25; 35; 50; 70; 95; 120; 
150. 

AS/NZS 
3560.1:2000 

23 

không halogen và 

450/750 V. 
 
Single-core non-
sheathed cables 
with special fire 
performance, 
halogen-free 

 
H07Z-U  

-LSHF 
-

. 
 
Single-core non-sheathed cables 
with class 1 solid copper 
conductor and special fire 
performance; crosslinked 
polyOlefin halogen-free 
insulation with low emission of 

450/750 V 

 
Nominal cross-sectional area 
(mm2) 
 
1,5; 2,5; 4; 6; 10. 

BS EN 
50525-3-
41:2011 

  
DC conductor resistance 

 
Insulation thickness

 
Insulation resistance 

  
Voltage endurance

 
 

Tensile strength test of 
insulation before and after 
ageing



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria

crosslinked 
insulation and low 
emission of smoke, 
rated voltages up 
to and including 
450/750 V. 

smoke  designation H07Z-U 
(CADIVI designation: CE/FR-
LSHF for fire-resistant cables 
and CE/FRT-LSHF for flame-
retardant cables). 

24 

 
H07Z-R  

-LSHF 
-

 
 
Single-core non-sheathed cables 
with class 2 stranded copper 
conductors and special fire 
performance; crosslinked 
polyOlefin halogen-free 
insulation with low emission of 
smoke  designation H07Z-R 
(CADIVI designation: CE/FR-
LSHF for fire-resistant cables 
and CE/FRT-LSHF for flame-
retardant cables). 

450/750 V 

 
Nominal cross-sectional area 
(mm2) 
 
1,5; 2,5; 4; 6; 10; 16; 25; 35; 
50; 70; 95; 120; 150; 185; 
240; 300; 400; 500; 630. 

25 450/750 V
 

Nominal cross-sectional area 
(mm2)



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria

 
H07Z-K  

-LSHF 
-

. 
 
Single-core non-sheathed cables 
with class 5 flexible copper 
conductors and special fire 
performance; crosslinked 
polyOlefin halogen-free 
insulation with low emission of 
smoke  designation H07Z-K 
(CADIVI designation: CE/FR-
LSHF for fire-resistant cables 
and CE/FRT-LSHF for flame-
retardant cables). 

1,5; 2,5; 4; 6; 10; 16; 25; 35; 
50; 70; 95; 120; 150; 185; 
240. 

26 

 
H05Z-U  

-LSHF 
-

. 
 
Single-core non-sheathed cables
with class 1 solid copper 
conductor and special fire 

300/500 V 

 
Nominal cross-sectional area 
(mm2) 
 
0,5; 0,75; 1,0. 



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria

performance; crosslinked 
polyOlefin halogen-free 
insulation with low emission of 
smoke  designation H05Z-U 
(CADIVI designation: CE/FR-
LSHF for fire-resistant cables 
and CE/FRT-LSHF for flame-
retardant cables). 

27 

 
H05Z-K  

-LSHF 
-

. 
 
Single-core non-sheathed cables 
with class 5 flexible copper 
conductors and special fire 
performance; crosslinked 
polyOlefin halogen-free 
insulation with low emission of 
smoke  designation H05Z-K 
(CADIVI designation: CE/FR-
LSHF for fire-resistant cables 
and CE/FRT-LSHF for flame-
retardant cables).

300/500 V 

 
Nominal cross-sectional area 
(mm2) 
 
0,5; 0,75; 1,0. 



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria

28 

600 V. 
 
105 °C heat-
resistant cables 
with PVC 
insulation, rated at 
600 V. 

VCm/HR-LF  
Style 1015 

600 V 

 
Nominal cross-sectional area 
(mm2) 
 
Metric units: 
1,5; 2,5; 4; 6; 10; 16; 25; 35; 
50; 70; 95; 120; 150; 185; 
240; 300. 
 
AWG/kcmil wire sizing 
system: 
16; 14; 12; 10; 8; 6; 4; 2; 1/0; 
2/0; 3/0; 250; 300; 350; 500; 
600. 

UL758:2014 
Style 1015 

  
DC conductor resistance 

 
Insulation thickness

 
Insulation resistance 

  
Voltage endurance

 
 

Tensile strength test of 
insulation before and after 
ageing 

29 

Polymer, 

,6/1 (1,2) 
kV. 
 
Polymeric 
insulated cables 
with a 90 °C 
temperature 
rating, for working 
voltages up to and 
including 0,6/1
(1,2) kV

-
- VC/LF 

(90). 
 
Single-core non-sheathed cables 
with class 1 solid copper 
conductor and PVC 90 °C 
insulation (V-90)  VC/LF (90). 

0,6/1 kV 

 
Nominal cross-sectional area 
(mm2) 
 
1,0; 1,5; 2,5; 4; 6; 10. 

AS/NZS 
5000.1:2005 

  
DC conductor resistance 

 
Insulation thickness

 
Insulation resistance 

  
Voltage endurance

 
 

Tensile strength test of 
insulation before and after 
ageing

30 

-
- CV/LF 

(90). 

Single-core non-sheathed cables
with class 2 stranded copper 

0,6/1 kV 

 
Nominal cross-sectional area 
(mm2) 

0,5; 0,75; 1,0; 1,5; 2,5; 4; 6; 
10; 16; 25; 35; 50; 70; 95; 



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria

conductors and PVC 90 °C 
insulation (V-90)  CV/LF (90). 

120; 150; 185; 240; 300; 400; 
500; 630. 

31 

-
- VCm/LF 

(90). 
 
Single-core non-sheathed cables 
with class 5 flexible copper 
conductors and PVC 90 °C 
insulation (V-90)  VCm/LF 
(90). 

0,6/1 kV 

 
Nominal cross-sectional area 
(mm2) 
 
0,5; 0,75; 1,0; 1,5; 2,5; 4; 6; 
10; 16; 25; 35; 50; 70; 95; 
120; 150; 185; 240; 300; 400; 
500; 630. 

32 

-
- 

VCmd/LF (90). 
 
Twin-core non-sheathed cables 
with class 5 flexible copper 
conductors and PVC 90 °C 
insulation (V-90)  VCmd/LF 
(90). 

0,6/1 kV 

 
Nominal cross-sectional area 
(mm2) 
 
0,5; 0,75; 1,0; 1,5; 2,5. 

33 

Polymer, 
°C 

. 

Polymeric 
insulated cables 

-
 90 °C 

(3V-90) - VCmo/LF (90ET). 
 
Flat cables with class 5 flexible 
copper conductors, PVC 90 °C 
insulation (V-90) and PVC 90 

450/750 V 

 
Nominal cross-sectional area 
(mm2) 
 
1,0; 1,5; 2,5; 4; 6.

AS/NZS 
5000.2:2006 

  
DC conductor resistance 

 
Insulation and oversheath
thickness 

Insulation resistance



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria

with a 90 °C 
temperature 
rating, for working 
voltages up to and 
including 450/750 
V. 

°C sheath (3V-90)  VCmo/LF 
(90ET). 

  
Voltage endurance

 

Tensile strength test of 
insulation & oversheath
before and after ageing

34 Polymer 
cháy, ít khói, 
không Halogen, 

(1,2) kV. 
 
Flame-retardant, 
low-smoke, 
halogen-free 
polymeric 
insulated cables 
for working 
voltages up to and 
including 0,6/1 
(1,2) kV. 

-90-
- 

ZC/LSHF. 
 
Single-core non-sheathed cables 
with class 1 solid copper 
conductor and polyolefin 
insulation (HFI-90-TP)  
ZC/LSHF. 

0.6/1 kV 

 
Nominal cross-sectional area 
(mm2) 
 
0,5; 0,75; 1,0; 1,5; 2,5; 4; 6; 
10. 

AS/NZS 
5000.1:2005 

  
DC conductor resistance 

 
Insulation thickness

 
Insulation resistance 

  
Voltage endurance

 
 

Tensile strength test of 
insulation before and after 
ageing

35 

-90-
 

CZ/LSHF. 
 
Single-core non-sheathed cables 
with class 2 stranded copper 
conductors and polyolefin 
insulation (HFI-90-TP)  
CZ/LSHF.  

0,6/1 kV 

 
Nominal cross-sectional area 
(mm2) 
 
0,5;  0,75; 1,0; 1,5; 2,5; 4; 6; 
10; 16; 25; 35; 50; 70; 95; 
120; 150; 185; 240; 300; 400; 
500; 630. 

36
-90-

0,6/1 kV Nominal cross-sectional area 
(mm2)



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria

ZCm/LSHF. 
 
Single-core non-sheathed cables 
with class 5 flexible copper 
conductors and polyolefin 
insulation (HFI-90-TP)  
ZCm/LSHF.  

 
0,5; 0,75; 1,0; 1,5; 2,5; 4; 6; 
10; 16; 25; 35; 50; 70; 95; 
120; 150; 185; 240; 300; 400; 
500; 630. 

37 

-90-
- 

ZCmd/LSHF. 
 
Twin-core non-sheathed cables 
with class 5 flexible copper 
conductors and polyolefin 
insulation (HFI-90-TP)  
ZCmd/LSHF. 

0.6/1 kV 

 
Nominal cross-sectional area 
(mm2) 
 
0,5; 0,75; 1,0; 1,5; 2,5. 

38 

Polymer 
cháy, ít khói, 
không Halogen, 

450/750 V. 
 
Flame-retardant, 
low-smoke, 
halogen-free 
polymeric 

Polyolefin (HFI-90-
-90-

TP)  ZCmo/LSHF. 
 
Flat twin-core cables with class 
5 flexible copper conductors, 
polyolefin insulation (HFI-90-
TP) and polyolefin sheath (HFS-
90-TP) ZCmo/LSHF.

450/750 V 

 
Nominal cross-sectional area 
(mm2) 
 
1,0; 1,5; 2,5; 4; 6. 

AS/NZS 
5000.2:2006 

  
DC conductor resistance 

 
Insulation and oversheath
thickness 

 
Insulation resistance 

  
Voltage endurance



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria

insulated cables 
for working 
voltages up to and 
including 450/750 
V. 

Tensile strength test of 
insulation & oversheath
before and after ageing

39 

Polyvinyl Clorua, 

. 
 
PVC-insulated, 
nylon-covered 
cables rated at 600 
V. 

 VCN. 
) 

 
Single-core cables with class 1 
solid copper conductor, PVC 
insulation and protective nylon 
covering  VCN. 
(Additional characteristics: 
/LF; /FR; /FRT) 
 

600 V 

 
Nominal cross-sectional area 
(mm2) 
 
Metric units: 
0,5; 0,75; 1,0; 1,5; 2,5; 4; 6; 
10. 
 
AWG/kcmil wire sizing 
system: 
20; 19; 18; 16; 14; 12; 10; 8. 

UL 
758:2024  

Style 11831 

  
DC conductor resistance 

 
Insulation thickness

 
Insulation resistance 

  
Voltage endurance

 
 

Tensile strength test of 
insulation before and after 
ageing
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 CVN. 

/FR; /FRT) 
 
Single-core cables with class 2 
stranded copper conductors, 
PVC insulation and protective 
nylon covering  CVN. 
(Additional characteristics:
/WBC; /LF; /FR; /FRT)

600 V 

 
Nominal cross-sectional area 
(mm2) 
 
Metric units: 
0,5; 0,75; 1,0; 1,5; 2,5; 4; 6; 
10. 
 
AWG/kcmil wire sizing 
system:
20; 19; 18; 16; 14; 12; 10; 8.



STT 
No. 

 
Product name 

 
Structure 

 
Rated 

voltage 

Quy cách  
Dimensions / Size 

 
 

Applied 
standard 

Ch  tiêu công b  áp d ng 
Applied criteria
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 VCmN. 
 

 
Single-core cables with class 5 
flexible copper conductors, PVC 
insulation and protective nylon 
covering  VCmN. 
(Additional characteristics: 
/LF; /FR; /FRT) 

600 V 

 
Nominal cross-sectional area 
(mm2) 
 
Metric units: 
0,5; 0,75; 1,0; 1,5; 2,5; 4; 6; 
10. 
 
AWG/kcmil wire sizing 
system: 
20; 19; 18; 16; 14; 12; 10; 8. 
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