


  

CADIVI TIÊU BS 6387:2013           
(K 12-19 (CADIVI 01- -2026), ngày 02/7/2026)  

LIST OF CERTIFIED CADIVI ELECTRIC CABLE IN COMPLIANCE WITH THE STANDARD BS 6387:2013                     
(Attached the Certificate No. 12-19 (CADIVI 01- -2026), dated 02/7/2026)  

 

 

Product name 

 
Product structure 

 
Design symbol 

 
Additional features 

Cáp ch n áp 
n và  

0,6/1 kV  
Fire resistant cables for 
rated voltages up to and 
including 0,6/1 kV 

Cu/Mica/PVC CV/FR 

 
 

 

Cu/Mica/PVC/PVC 

CVV/FR; DVV/FR 
C u t o thêm / Additional construction: 
- Giáp màn ch n kim lo i / Metallic screen armour: /Sc; /Sa 
- Giáp kim lo i b o v  / Metallic protective armour: /AWA; /SWA; /DATA; 
/DSTA 

Cu/Mica/XLPE/PVC 

CXV/FR; DXV/FR; 
C u t o thêm / Additional construction: 
- Giáp màn ch n kim lo i / Metallic screen armour: /Sc; /Sa 
- Giáp kim lo i b o v  / Metallic protective armour: /AWA; /SWA; /DATA; 
/DSTA 

Cu/Mica/XLPE/FR-
LSHF 

CXE/FR-LSHF; DXE/FR-LSHF 
C u t o thêm / Additional construction: 
- Giáp màn ch n kim lo i / Metallic screen armour: /Sc; /Sa 
- Giáp kim lo i b o v  / Metallic protective armour: /AWA; /SWA; /DATA; 
/DSTA 

 

 



CONG HOA xA HOI CHU NGHiA VI~T NAM
D(Jc l(lp - TI/ do - HQnh phuc

BAN CONG BO Hdp CHUAN
•

So: 06/2026/CADIVI
_ ,:} Jt ... • ... ....

Ten to chuc, ca nhan. CONGTVCOPHAN DAYCAP£l1I~NVI~T NAM - CADIVI
D!a chi: 70-72 Nam Ky Khai Nghia, Phuong Sid Gon, Thanh pho Ho chi Minh
Di~n thoai: 028.38.299.443/028.38.292.971 Fax: 028.38.299.437
E-mail: cadivi@cadivi.vn Website: www.cadivi.vn

CONG SO:
San pham (ten 99i, kie'u, toot, nhon hieu, d(jc trung ky thuat).

cAp CHONGCHAy £l1~NAp DANH £l!NH £lEN vA BANG 0,6/1 kV
Fire resistant cables for rated voltages up to and including D,6/1kV

Nhan hieu : CADIVI
Loai: Chi tiet trang Phuluc Danh rnucsan pharncap di~n, nhanhieuCADIVI, dU«;jc

chung nhan phu h«;jptieu chuan BS 6387:2013 [Kern thea Giay chunq nhan so
12-19 [CADIVI 01-T£l1-2026), cap ngay 02/07/2026)

Phu hop vai tieu chuan (s6 hieu, ky hi~u, ten qoi)
BS 6387:2013 - TEST METHOD FOR RESISTANCE TO FIRE OF CABLES REQUIRED

TO MAINTAIN CIRCUIT INTEGRITY UNDER FIRE CONDITIONS
Thong tin be sung (can cu cong bo h9P cbudn. phuotu) thee d6nh gi6 SI/ phil tiop ...):
Cone(/eong b6h(1p ehudn: Giay chung nhan so 12-19 (CADIVI01-TDl-2026) c6 gia tr] tU 02/07/2026

den 10/05/2028 cua Trung tam Ky thu~t Tieu chuan Do luang chat IUQng3

PhuClngth(/e eh(/ng nh~n: Phuong thuc 5
(thong tu so 14/2026/TT-8KHCN ngay 09/04/2026 CUO89 Khoo h9C va Cong ngh~)

Loqi hinh t10nhgio: To chuc chung nh~n danh gia (ben thu ba): Trung tam Ky thu~t Tieu chuan
Do Illang Chat IlIQng 3, so giay chung nh~n: 12-19 (CADIVI01-TDl-2026), ngay
cap giay chung nh~n 02/07/2026.

Congty,cP Day cap di~n Vi~t Nam - CAD,IVIcam,ket va ch!u trach nhi~m ve tfnh phu h<;1pcua san pham
cAp CHONGCHAyDI~NAp DANHD!NHDENVA BANG0,6/1 kV do minh san xuat, kinh doanh, baDquan,
v~n chuyen, sl] dl)ng, khai thac.

BS 6387:2013

o
QUATEST3®


